MpumeHeHne

Mnockuit kabenb ncnonb3yeTcs B Ka4eCTBe KOHTPOJIbHOro kabens ans
TPAHCNOPTHbIX yCTpOI;lCTB, CTaHKOB, B 0COBEHHOCTU Ha NOABEMHbIX MeXaHU3Mmax,
nmTax, KpaHOBbIX M KOHTENEPHbLIX MOCTaXx U BO BCEX TeX Crny4yasx, rae npoBoaka
noasepraeTca npu akcnnayataunm CUNbHbIM nporMGaM M NOCTOSAHHBLIM [BMKEHUAM
TONBLKO B OAHOW NNOcKocTU. MNpeaHasHavaeTcs Ans NPOKNaaKku B CyXuX, BAaXHbIX 1
CbIPbIX NOMELLEHUAX.

Ocob6eHHOCTH

« Paguyc nsrnba sHauMTernbHO MeHbLLUE, YeM Kpyrroro kabens.
« OTCYTCTBME KPEMHUNOPraHNYECKO pesnHbl (Npu NPou3BoACTBE).
« [InnHa nogeelumBanns : 0o 35 m.

MpumeyaHue

« CooTBeTCTBYET AMpekTMBE ROHS.

« Kabenb cooTBeTcTBYET ANpekTuBe 2006/95/EG CE("AupekTnBa no HU3Kkomy
HanpsbkeHno").

« BoaMoxkHa nocTaBka 6earanoreHocoaexallero kabens HO7Z1Z1H6-F.

« BoamoxHa noctaBka kabens onpeaeneHHoro LuBeTa v pa3mepoB Mo 3anpocy.

« KabenbHble akceccyapbl HAX0AATCA Ha cTpaHuue 15.35.XX.

KoHCTpyKUMA N TeXHUYECKNE XapaKkTepUCTUKN

NPOBOAHMK Me[HbI MHOTOMPOBOOYHbIN
CTpyKTypa corn. DIN VDE 0295 kn. 5, coots. IEC 60228 kn. 5.
n3onsuus NnBx

MapKMpOBKa KW corn. VDE 0293-308 fo 5 »xwn: upeTHas
MapkupoBka, 6onee 6 xun: YepHble xunbl ¢ 6enoi

LMbpOBOI MapKUPOBKOIA, C UNi 6e3 XenTo-3eneHoi

XKUnbl

cnoco6 cKpyTKn UMbl PacnonoXeHbl NapannesnbHo U psaoM Apyr ¢
Apyrom

BHeLLHss o6onoyka MBX

LBeT 060oroYkM YepHbI LBeT, RAL 9005

MapK1poBka na

HOMUHarnbHoe Hanpsbkenne  Uo/U 450/750 V
ucnblTatenbHoe HanpsbkeHue 2,5 kV

ANVTenbHble ONYCTUMblE corn. DIN VDE, cm. Tabn. TeXHUYECKuX ykazaHui.
TOKOBbIE Harpy3sku

HavmeHbLwuin paguyc n3rmba  corn. DIN VDE 0298 yacTb 3

HenoaBMXHO
HaumMeHbLuMii paguyc narmba  corn. DIN VDE 0298 yacTb 3
NOABWXHO

TemnepaTtypa cTaumoHapHo  -30 °C/+60 °C
TemnepaTypa NoABMKHO -20°C/+60 °C

Makc. TemnepaTypa Ha +70 °C

NpOBOAHUKE

CBOWCTBA M30NaLumn camo3aTyxatoLas 1 TpyAHOBOCNNaMeHsoLLascs
cornacHo |[EC 60332-1.

cTaHgapt corn. DIN VDE 0281 yacTb 404

Application

power and control cable for trolley systems, transfer lines, machine-tools especially
on hoisting devices, lift, crane and container bridges. Also in applications where
cables are bended strongly in permanent moving operation in one level. Suitable for
dry, humid and wet rooms.

Special features

« significant smaller bending radius compared to round cables
« free from lacquer damaging substances and silicone (during production)
« suspension height: up to 35 m

Remarks

« conform to RoHS

 conform to 2006/95/EC-Guideline CE.

« Also available as halogen-free type H07Z1Z1H6-F

« We are pleased to produce special versions, other dimensions, core and jacket
colours on request.

« Available accessory you'll find on pages 15.35.XX

Structure & Specifications

conductor material bare copper strand

acc. to DIN VDE 0295 class 5 resp. IEC 60228 class
5

core insulation PVC

acc. to VDE 0293-308 up to 5 wires coloured, from 6
wires black with white numerals with or without

conductor class

core identification

GNYE
stranding cores parallel side by side
outer sheath PVC

sheath colour black, RAL 9005

printing yes

rated voltage Uo/U 450/750 V

testing voltage 2,5kV

current carrying capacity acc. to DIN VDE, see Technical Guideline
min. bending radius fixed acc. to DIN VDE 0298 part 3

min. bending radius moved acc. to DIN VDE 0298 part 3

operat. temp. fixed min/max  -30 °C/+60 °C

operat. temp. moved min/max -20 °C/+60 °C

temp. at conductor +70°C

burning behavior self-extinguishing and flame retardant acc. to IEC
60332-1

standard acc. to DIN VDE 0281 part 404
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8X15 48X268-54X29,0 115,0 300,0

5G15 48X17,4-54X19,0 180,0

8G15 4,8X268-54X290 115,0 300,0

12G15 4,8X39,0-54X40,5 173,0 420,0

16G15 4,8X51,3-54X54,0 230,0 560,0

24G15 48X790-56X83,0 346,0 790,0

4G25 55X17,7-6,0X18,5 210,0

7G25 55X294-6,0X320 168,0 380,0

12G25 55X48,2-6,0X50,5 288,0 620,0

5G4 6,4X238-7,0X26,0 192,0 380,0

12G4  6,4X555-7,0X58,5 462,0 880,0

4G6 6,9X21,9-8,0X23,0 230,0 390,0

7G6 6,9 X39,5-8,0X425 403,0 700,0

4G 10 8,7X27,2-9,0X29,0 384,0 620,0

5G16 9,9X38,6-11,0X43,0 770,0 1.200,0

4G25 11,5X38,2-13,5X46,0 960,0 1.550,0

4G50 16,0X55,0-17,0X57,0 1.920,0 2.650,0

4G95 20,0X720-21,0X74,0 3.650,0 4.550,0
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